Finite Element Analysis EMA477, Computer-Aided Design - Class Notes

FINITE ELEMENT ANALYSIS
[. Introduction

The finite element method is a technique for obtaining approximate solutions to ordinary or
partial differential equations. It finds application in situations where either the equation to be
solved is complex or the geometry on which the solution is desired is complex. The method
exchanges solving a single O. D. E. or P. D. E. on a large complex domain, for solving a much
larger number of algebraic equations on smaller simply shaped pieces that make up the actual
solution domain.

Il. Solution Process
The process for solving a problem using the finite element method involves six major steps:

Step 1.Establish Governing Equations and Boundary Conditions.

In order to generate a valid approximate solution to a problem, the differential equation
that governs the behavior and the corresponding boundary conditions for the problem must be
determined. Once this is done the appropriate finite element formulation can be used to generate
the solution.

Step 2.Divide Solution Domain into Elements.

In this step the entire solution domain is subdivided into “small” elements. Care is taken to
make sure that enough elements are included to capture the behavior of the solution over the
entire domain. Areas of particular interest and care are locations where critical values are
expected, locations with large gradients, locations where the geometry changes suddenly, loca-
tions where boundary conditions and loads are applied. Typically, the larger the number of ele-
ments the better the approximation of the solution to the differential equation.

Step 3.Determine Element Equations.

Once the elements are formed, the algebraic equations to be solved are developed for each
individual element. The form of the algebraic equations for every element will be the same. Dif-
ferences from one element to the next will be due to changes in element size and properties. This
is the power of the finite element method, the equations can be written once for a general element
then they only need to be modified to reflect a particular elements geometry and properties.

Step 4.Assemble Global Equations.
Once all the element equations are generated they are put together to form a system of
equations for the entire solution domain.

Step 5.Solution of Global Equations.

This system of equations is solved for the value of the dependent variable in the original
differential equation at discreet points throughout the solution domain. Depending on the problem
type there may be hundreds, thousands, tens of thousands, or even hundreds of thousands of
points at which the solution to the differential equation is approximated.
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Step 6.Solution Verification.

The accuracy of the solution must be verified before the results can be considered valid.
One way to do this is to refine the mesh (increase the number of elements) and rerun the solution.
If the value of the dependent variable at the discreet points in the mesh does not change signifi-
cantly as the mesh is refined, the solution is deemed to be accurate.

[1I. lllustrative Example
As a means of illustrating the finite element method, the analysis of an axially loaded bar will
be considered. Figure 1 shows an axisymmetric bar whose diameter varies linearly from one end

to the other. The bar is fixed at the left end and loaded at the right end with a 500Ibf. It is desired
to know the displacement and stress distribution along the length of the bar.

_

Aluminum Rod, E=10 X 19psi 0.5" - 500 |bf
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Figure 1 Axially Loaded Rod

Step 1.Establish Governing Equations and Boundary Conditions.
The equations describing the strain, stress, and reaction force within the bar are:

_du
s—& (2)
c=E 0O o=gl 2)
dx
R = gAY 3)
dx

For this particular probler will be constant, bufA will be a function of x given by:
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D=1-="x 0O A= %—%xg. 4)
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The boundary condition becomas= 0 at x=0

Having established the governing equation and the boundary condition, the development of an
appropriate finite element formulation can be addressed. The element formulation is established
by considering a small section of the rod and considering what forces are developed in the section
as a result of displacements at each end of the section. The process is handled in three steps that
are illustrated in figure 2.

node i + element (e) + node j

Undisplaced bar element

nodei+ element (e) +nodej

}_ui" =0

Step 1: displace node i

node i + element (e) + node |

40 —

|
Step 2: displace node |

node i+ element (e) + node j

s T

Step 3: sum results of both displacements

Figure 2 Determination of Element Formulation

In the first step the internal reactions for element (e) at nodes i and j are determined for a dis-
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placement at node i. The reaction at node Iis:

= kiU | %)
where
_ [AED
Ki = g O (6)

This is the force required to cause the displacemeht order for the bar element to be in equi-
librium there must be a corresponding reaction at node j, which is given by:

dFx=Ri+R; =0. (7)
This becomes:
_ _ _[AED
Rji = —Ri = —g_ D(e)u (8)

Before going on to step two an explanation of the subscripting is in order. The first part of the
double subscript designates the node at which the internal reaction is being calculated. The sec-
ond part tells at which node the displacement is being applied. For ex&p@¢he internal reac-
tion at node i due to a displacement at node i, likeviRges the internal reaction at node j due to a

displacement at node .
The second step determines the internal reactions caused by a displacement at node j:

_ [AED
Rj = BT D() (9)
and
SF,=R;+R; =0, (10)
and
_ _ [AEQ
Ri =i =g g, (11)

At this point the results from the previous two steps can be superimposed to give the internal
reactions that result from arbitrary displacements at either end of the element:

_ AED | AEQ
AR oL Eke) SO0 E&e) 42
and
_ _ _[AEQ + AED
R = R +R;; = O D( )u O D(e)u (13)

Equations 12 and 13 are the algebraic approximation to the differential equation describing
the internal forces within the bar, that was given by equation 3. Equations 12 and 13 can be com-
bined in matrix form to represent the contribution of a general element to the overall solution:

o 0o |AED_MED o o

OR O OL00Ocd QOu O

ER E: %u E (14)
j AED AED j

0 0 DLDDLD(G)D 0

The 2X2 matrix in the equation above is referred to as the element stiffness matrix. This is
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because it relates the force in the element to the displacements in the element in a manner similar
to the stiffness in a linear spring. It should be noted that to simplify the formulation of the general
element equation, the properties for an individual element are assumed to be constant for a given
element. They may vary from one element to the next. For equation 14 average valjasoE

would be used for an element.
Having completed the first step of the finite element process, the second step of dividing the

solution domain into elements can be done. For this example two elements will be used. This sub-
division is shown in figure 3.

node ® node

element 1 element 2

Element Subdivision

node ® node 2@ node ¥

element 1 element 2

Constant Property Approximation
Figure 3 Finite Element Division
The element properties become:
Eqy =10 X 16 psi
D)= 0.875"
Ay = 0.601 irf

E(z) = 10 X 16 psi
D(Z) =0.625"

Ay = 0.307 ik,
Determining the stiffness matrices for all the elements in the problem is the third step in the

process. For this example there are two elements and the qu%%_g!a

each. Based on the values given above the element stiffness matrices become:

must be calculated for
e)
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Notice that both elements make a contribution to the internal reaction for node 2.
Step 4 is the assembly of the individual element equations into the system of equations that
describes the entire solution domain. The force vector will contain three étjiries andRs.

The displacement vector will contair, u,, andus. The global stiffness matrix will be a 3X3
matrix that is formed by combining the 2X2 element stiffness matrices. The global system of

equations is:
Eng 2% 10° —2x10° 0 Eul%
ERzgz 2x10° 2x10°+1x10° —1><1065U25-
Eng 0 _1x 1¢° 1x 10° E“3E
0~ 0O 0 -0

Once the global equations have been assembled the boundary conditions and any other known
values can be incorporated into the global system. For this example the displacement at the left
end isu;=0, the internal reaction at the right end equals the externally applied force of 500 Ibf,

andR,=0 because there is no externally applied force at node 2. The global equations become:

O O |2x10° —2x10° 0o |(OoDO
ofg |% 06 . . JO° O
E 0 E— 2x10 2x10+1x10° -1x10 5“25’
0500 O 0 _1x10° 1x 100 |0Ys O
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where the remaining unknowns are the displacements at nodes 2 and 3 and the reaction force at
node 1
The solution to this system of equations is:

O O O 0
Ouy0 O 0 O
00 0O L0
Ou, 0= 025x 10" 0N
0“0 O O
Ouz0 075x10" 0
0°0 O 0

The exact solution to this problem is determined by solving equation 3 using equation 4, and
using the fact that the reaction at any location within the bar is constant at 500 Ibf. The result is:

u(x) = 7.64x 10* | ————11in

Table 1 compares the finite element solution and the exact solution for the two element case.

Table 1: Comparison of Finite Element and exact Solutions

x (in) Urg. (in) Uexact(in) % Error
0 0 0 0
3 2.5E-4 2.55E-4 2
6 7.4E-4 7.64E-4 3

The final step in the finite element solution process is to verify the solution. This is done by
refining the mesh, i.e. adding more elements, and examining the effect on the solution. If there is
no significant change in the solution with the addition of more elements, then the solution is con-
sidered adequate. Figure 4 shows the comparison between the exact solution and the finite ele-
ment solution for meshes with 2, 4, and 8 elements.
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Figure 4 Finite Element Results
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Finite Element Analysis Homework
An axisymmetric rod, shown below, has a displacemeri.0# 10 in at the right end. The left

end of the rod is fixed. Determine the displacement, strain, stress, and force in the rod. Divide the
rod into three equal length elements. Recall that the strain, stress, and force are given by:

_du _ Au
€= ax ~ Ax @)
_ _ _du
oco=-Ee O 0= E& (2)
R = gady 3)
dx -’
2.0x 10%in
f 4 | >
7
1.5"2 Steel Rod, E=30 X fpsi 0.5
7
45—
-t 9" L

Figure 1 Axially Displaced Rod

Compare the results for displacement and stress to the exact solution, which is determined from
the governing equation:

d dug _
&%E&D =0.

Note: The finite element solution will give the displacements at the nodes, but the stress result
based on equation 2 will be an average value for the element.
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